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1 INTRODUCTION AND OBJECTIVES 

This report presents the results of a two-dimensional numerical modelling assessment of the stability 

of the pit walls at Somkhele Colliery in KwaZulu-Natal. The work has been carried out at the request 

of Mr D Fenn of Applied Rock Engineering c.c., the mine’s appointed rock engineer, and examines 

the stability of a realistic generic pit and various scenarios. 

One of the major concerns is the behaviour of pit walls when, after completion of mining, the North 

Pit may be flooded to form a dam. Flooding of a worked out pit will also raise the water table, which 

in turn may also cause instability in the low wall of the adjacent operating South Pit (see Figure 1 for 

relative locations). 

A series of models have been run using FLAC-Slope, a two-dimensional finite difference continuum 

programme that can be used to determine factors of safety for a slope. The main conditions examined 

include: 

• Stability of both highwall and low wall slopes at the current deepest depth of 120m, using 

current slope architecture (representative of either North or South Pit individually). 

• Stability of both highwall and low wall slopes at the probable deepest depth of 170m, using 

current slope architecture (representative of either North or South Pit individually). 

• Stability of both highwall and low wall slopes at a worst case (deepest) depth 200m, using 

current slope architecture (representative of either North or South Pit individually). 

• In addition, various scenarios were run with differing joint inclinations and cohesion values.  

• Stability of the low wall slopes in a 200m deep pit when an adjacent pit on the low wall side 

is flooded resulting in an elevated water table (South Pit). Comments are provided for the 

long term closure and post closure flooding scenarios.  

 

 

Figure 1: Relative positions of North and South pits 

North Pit 1

5,223,000 m³

South Pit

5,660,000 m³

North Pit 2

2,256,000 m³
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2 MODEL DESCRIPTION 

2.1 FLAC-Slope modelling method 

A series of simple two dimensional models representing a section through a typical pit have been 

run using FLAC-Slope, a two-dimensional finite difference continuum programme that can be used 

to determine factors of safety for a slope, through conducting a series of runs in which user-defined 

properties are adjusted using a range of factors until the limiting equilibrium condition is found. The 

factor at this point is then the limiting Factor of safety for the slope and the model mechanistically 

identifies the most likely mode of slope failure and failure surface based on the set of properties 

provided. 

Typical simplified model geometry is shown in Figure 2. As it is known that individual benches, 

especially on the crest benches have failed in the past and whose effects are catered within the mine 

standards, it was considered unnecessary to represent the detailed bench geometry and only overall 

slope angles were modelled, along with a broad representation of the stratigraphy in the rock mass. 

 

 

Figure 2: General FLAC-Slope model geometry 

 

A number of slope angles were represented for the highwall, ranging from 50 degrees to 64 degrees 

(based on survey sections) while the low wall was modelled to dip at 25 degrees. These describe 

the most common geological and mine environment and cater for slope design for most current and 

future mining areas.  

Area 8 differs substantially from this model, but its design and slope integrity has been described 

adequately in other reports. If the design depth of 200m, or dip of coal of 25 degrees, differ 

significantly (say above 30 degrees), then these models may not be adequate for those cases. To 

date all blocks except Area 8 can be described by this report. 
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No account has been taken of any backfill material that may be tipped back into the pits. Backfill 

would add a small dead-weight confining force to the base of the slopes, supplementing the resistive 

forces and resulting in a lower probability of failure and reducing the extant and consequences of 

any failure. Fill would obviously inhibit the occurrence and consequences of rolling rocks. Thus, 

modelling with a “clean” void provides a worst case scenario. 

In reality, the placement of fill would add other risks such as sloughing of the fill, and these are 

described later in this report. 

 

2.2 Rock mass properties 

Models have been run using three material failure models: Hoek-Brown, Mohr-Coulomb (effectively 

a best-fit straight line to the curved Hoek-Brown strength envelope) and Ubiquitously Jointed (in 

which a directional weakness is included to account for the predominant set of structures that could 

induce failure of the slope).  

Both the Hoek-Brown and Mohr-Coulomb property sets assume the rock units have the same 

strength in all directions (the units are isotropic), and no account is taken of the possible effects of 

specifically oriented structures. Both represent a possible generalised rock mass failure.  

By comparison, the ubiquitously jointed material model can be used to take account of the 

predominant structure that will influence failure. When applying the ubiquitous joint properties, for the 

low wall strata the directional weakness was assumed to represent bedding in the low wall 

shale/siltstone.  

When applying the ubiquitous joint model to the highwall strata, it was used to represent the major 

joint set, which may dip out of the highwall.  

It needs to be noted that a main geological factor that has led to generally stable mine open pit voids 

is that, in the coal seam and highwall strata, extensive jointing is fairly infrequent. Only if a rarely 

occurring joint dips out of the face at an angle shallower than the slope angle, but significantly steeper 

than the friction angle, would a condition arise allowing larger scale highwall slope instability (which 

is demonstrated in the models below). A single significant case of this has been observed (in South 

Pit) in the 12 years of mining at Somkhele, though such joints have given rise to minor bench failures. 

Initially, when applied to the highwall strata, the ubiquitous joint model directional weakness was 

used to represent the major joint set which may dip out of the highwall at angles from 50 to 60 

degrees, based on mapped joints. The 50 to 60 degree joints also represent a form of worst case, 

as steeper joints would more probably fail with the blast on only a bench scale and flatter joints would 

automatically display a higher FOS on both a bench and slope scale. 

Subsequently, more scenarios were created to test the models at other joint inclinations. 

It should be noted that in all modelled cases, the 2D models implicitly assume that the applied joints 

dip exactly parallel to the slope, which provides a worst case scenario. Observations indicate that 

most joints lie sub to non-parallel to the highwall slope, and would only be unstable over limited 

extents. 

Rock mass properties were taken from a 2010 report by Keyter (RocStable, 2010) and are listed in 

Table 1. 
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Table 1: Rock mass properties used in models (after RocStable 2010) 

Properties 
 

Coal Sandstone Shale/Siltstone 

Dry Density (kg/m3) 1600 2500 2500 

 
Hoek-Brown failure rock mass properties 
 

UCS (MPa) 25-40 70 40 

Hoek-Brown m 0.882 3.288 0.617 

Hoek-Brown s 0.008 0.021 0.003 

Hoek-Brown a 0.501 0.501 0.502 

 
Mohr-Coulomb rock mass failure properties 
 

Cohesion (MPa) 0.894 1.679 0.493 

Friction Angle (degrees) 36.8 52.5 41.6 

Tensile Strength (MPa) 0.361 0.461 0.224 

 
Ubiquitous joint properties used to account for joint and bedding  with specific 
orientations 
 

Joint Cohesion (MPa) N/A 0.01 0.01 

Joint Friction Angle (degrees) N/A 32.0 27.0 

Joint tensile strength (MPa) N/A 0.001 0.001 

 

2.3 Ground water 

The effect of groundwater has been incorporated into factor of safety estimates in some of the 

models. No attempt has been made to model actual groundwater flow, and possible water table 

locations have been surmised based on experience with other pits and the likely condition at 

Somkhele. Outside the immediate mining areas the water table position is reported to vary, averaging 

around 20m below surface. 

Based on the modelled ground water table, a static water pore pressure is developed throughout the 

model derived from depth below the specified water table location. Failure is then assessed based 

on effective stresses. 

For the rock mass below the water table, wet densities are used to derive stresses, where wet 

densities are higher than the dry density as a result of the specified porosity. For this analysis the 

sandstones were assumed to have a porosity of 0.1, whereas shale porosity was taken as 0.05. 
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3 MODEL RESULTS 

3.1 Stability of 200m highwall 

3.1.1 Effect of water table 

An initial model was run with a 200m highwall inclined at an overall slope angle of 50 degrees, with 

the Hoek-Brown set of properties for the highwall strata. The model was run for a ‘dry’ condition, then 

with two possibilities for the drawn down water table. 

Comparative plots that indicate the most probable failure surface in the highwall for the set of Hoek-

Brown properties, for each of the three groundwater cases, are shown in Figure 3.  

The plots show contours of strain, which indicate the formation of localised high strain zones, 

indicative of failure. Overlain on this are velocity vectors that show what is mobile, plus the position 

of the water table. 

With this set of properties, the most likely failure would be a large rotational movement, however the 

factor of safety (FOS) against this happening with a slope angle of 50 degrees is high, ranging from 

2.71 in the ‘dry’ case, to 2.51 in the case of a ‘low’ water table, to 2.20 if the water table remains 

relatively high. 

According to the Large Open Pit Working Group, a factor of safety of 1.6 or above is considered 

adequately stable for a slope design, depending on risk appetite. 

These levels of FOS would suggest the slope, with these properties, would be stable. 

Clearly the presence and position of the water table has an effect on the factor of safety, but for this 

set of properties it creates an insufficient effect to result in a low FOS and a consequential likelihood 

of collapse. Very approximately the presence of water reduced the FOS by approximately 20% to 

25%. 

More important are the possible variations in rock mass characteristics, and importantly the effect of 

structure. These are examined in the next section. 
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Figure 3: Effect of water table on 200m highwall stability. ‘Dry’ case top, ‘low’ water table 

centre, and ‘higher’ water table below. The cases use the Hoek-Brown set of properties with 

a 50 degree highwall slope angle. Each case dropped the resisting forces and resulted in a 

lowering FOS as described in the text above. 
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3.1.2 Effect of rock mass characteristics and jointing 

A series of models were run in which the highwall overall slope angle was varied between 50 and 64 

degrees (reflecting actual current angles), and the various rock material characteristics were applied. 

In the case of the ubiquitously jointed model the dip of the directional weakness was varied between 

50, 55 and 60 degrees, resulting in joints that dipped shallower or steeper than the overall slope 

angle in various cases. 

The application of a directional weakness representing jointing within the rock mass provides a more 

realistic representation of the actual rock mass and probable slope stability then the preceding 

models.  

A summary of the factors of safety for a 200m deep pit are presented in Table 2. 

 

Table 2: Effect of rock mass characteristics and highwall pit slope angle on highwall factors 
of safety against failure 

 Minimum Factor of Safety Against Failure 

Rock mass 

property model 

50 degree slope 

angle  

54 degree slope 

angle 

58 degree slope 

angle 

64 degree slope 

angle 

Hoek-Brown  2.63 2.51 2.28 2.11 

Mohr-Coulomb 2.71 2.48 2.33 2.12 

50 degree dip 

ubiquitous joints 

1.44 0.12 0.08 0.17 

55 degree dip 

ubiquitous joints 

1.64 0.13 0.44 0.51 

60 degree dip 

ubiquitous joints 

1.82 0.25 0.10 0.63 

 

Several points are apparent from Table 2. 

There is little difference between the FOS values derived using Hoek-Brown or Mohr-Coulomb sets 

of properties. In both cases these show relatively high FOS values exceeding 2 for all slopes up to 

64 degrees inclination. 

When a directional weakness equivalent to jointing is introduced, the FOS values become very 

strongly controlled by the difference in dip of the joint set compared to the slope angle. If the slope 

is flatter than the joint set, adequately high (typically greater than 1.5) FOS values are possible, 

however once the joint set dips close to parallel (within approximately 5 degrees) to the slope, the 

FOS values become very low and suggest a certainty of some form of failure. 
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This has been observed in the pit voids where bench scale failure with the blast is associated with 

the relatively steep joints (>50 degrees). On a slope scale, a joint set has resulted in a two 

geologically related failures (i.e. two falls in a similar area some 4 years apart). The second failure 

was primarily due to the time dependant deterioration and failure on the highwall coupled with 

seepage from a nearby waste dump, exacerbated by the slightly convex curvature of the highwall 

slope.  

The nature of possible failure is shown in Figures 4, 5 and 6. Plots show strain, velocity and the 

orientation of the joints. 

In Figure 4 the joints dip steeper than the slope, and there is some tendency towards a larger 

rotational failure, although the FOS is adequately high at 1.82. 

In Figure 5 the joints dip parallel to the slope, and there minor sliding and slabbing starts at a low 

FOS of 0.13, starting at the top of the steeper coal face, 

In Figure 6 the joints dip flatter than the slope, and more extensive sliding starts on the joints, with a 

low FOS of 0.17. The model again identifies the area immediately over the coal face as the focus 

and stopped running before an extensive slide occurred along the jointing. 

In conclusion to this section, any slope developed under 50 degrees would most probably be stable, 

but with the addition of adverse jointing, the FOS drops. Experience shows that slopes up to around 

60 degrees will be stable, but bench scale failure can be expected, especially during blasting. 

 

 

Figure 4: Effect of jointing on highwall stability – 50 degree slope angle and 60 degree steeper 

dipping joints. FOS is 1.82. 
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Figure 5: Effect of jointing on highwall stability – 54 degree slope angle and 55 degree parallel 

dipping joints. FOS is 0.13. 

 

 

 

Figure 6: Effect of jointing on highwall stability – 64 degree slope angle and 50 degree steeper 

dipping joints. FOS is 0.17. 
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3.2 Stability of Highwall as a function of pit depth 
This section includes new work and information performed since the previous draft report was 

released in May 2018.  

In addition to the initial model runs, which considered a final pit depth of 200m, further runs have 

been conducted which examine the high wall stability at depths of 120m and 170m. In all cases the 

high wall has been modelled with an inclination of approximating current conditions of 54 degrees. 

The models represent the case where the groundwater table is drawn down by mining and the 

slope itself is effectively dry. 

The models have been run with (1) a simple Mohr-Coulomb failure criterion to represent the overall 

strength of the rock mass and (2) with a weaker set of ubiquitous joints to represent the possibility 

of joints being present dipping out of the highwall. The ubiquitous joints have been modelled for 

three inclination cases: 50, 55 and 60 degrees dip. 

Rock mass properties are as applied in the initial models, and where jointing is represented as 

ubiquitous joints, giving a directional weakness the joint cohesion is taken as 10 kPa and joint 

friction angle is 27 degrees.   

Plots showing the failure condition and FOS value for the 120m and 170m depth cases for each rock 

mass property case are shown in Figures 7 to 10. 

A summary of Factor of Safety (FOS) values is listed in Table 3 for the three depths 120m, 170m and 

200m and different rock mass condition cases. 

Broadly, the shallower pit cases show similar behaviour to those at 200m depth, with improved FOS 

values, particularly for the cases where joints dip steeper than the pit slope. This was to be 

expected; a shallower depth leads to lower field stresses and generally increased levels of stability. 

In the case of 60 degree joints on 120m and 170m slopes it could be argued that the model 

represents induced toppling on the joints towards the base of the slope followed by shear down 

the slope. But the FOS values are high and hence any form of failure seems unlikely for joints that 

are steeper than the slope angle. (The plots indicate toppling and should not be confused with 

potential rock bursts) 

Table 3: High Wall  Factors of Safety (FOS) against failure – both without and with jointing 

present. A FOS equal of greater than 1.6 is generally taken as stable. 

Final pit depth FOS for uniform 
Mohr-Coulomb 

material 

FOS values for various joint inclination case  
(Mostly these joints are absent in the face) 

Joint dip 50 
degrees 

Joint dip 55 
degrees 

Joint dip 60 
degrees 

120 m 3.77 1.09 1.71 1.93 

170 m 2.73 0.72 1.26 1.33 

200 m 2.48 0.12 0.13 0.25 
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Figure 7: Mohr-Coulomb material behaviour for 120m and 170m highwall cases 
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Figure 8: Jointing with 50 degree dip for 120m and 170m highwall cases 
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Figure 9: Jointing with 55 degree dip for 120m and 170m highwall cases 
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Figure 10: Jointing with 60 degree dip for 120m and 170m highwall cases 
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3.3 Stability of Low wall and effect of flooding the adjacent pit 

The low wall comprises well bedded siltstone/shale, where the key discontinuity is bedding dipping 

parallel to the low wall surface, which itself dips at 25 degrees on average. 

Models have been run for a worst case 200m deep pit with Hoek-Brown, Mohr-Coulomb and 

ubiquitously jointed rock mass parameters, where the latter only represents bedding dipping at 25 

degrees. 

Three ground water cases have been examined: firstly dry, secondly with an expected normal ground 

water draw down, and lastly with the low wall strata saturated up to surface as a result of flooding 

the adjacent pit on the low wall side. 

Table 4 compares the Factor of Safety (FOS) values for the various rock mass and ground water 

cases. Example model plots are shown in Figures 11 and 12. 

The following points can be noted. 

• Under dry conditions at 200m pit depth the slope is adequately stable with a minimum FOS 

of 1.64, even when weak bedding is accounted for. 

• If water is added the slope starts to become less stable, if bedding is weak, in which case a 

massive slide along bedding in the shale would be the mostly likely failure mechanism, but 

the FOS remains relatively high at 1.61 and hence actual failure remains unlikely for this 

FOS.  

• If the adjacent pit is flooded and the water table rises to close to surface near the top of the 

slope, and the slope is saturated, if bedding is present the FOS falls to 0.7 and slope failure 

is definitely indicated. The most likely mechanism appears to be uplift and buckling of beds 

part-way up the sidewall in response to water pore pressure. It would appear essential to 

ensure the slope is drained if an adjacent pit is flooded. 

• The possibility of buckling therefore cannot be discounted, even though experience to date 

has failed to observe this affect in lesser depth pits. If the surface should buckle, the result 

would likely to be low, due to the low angle of the slope. It would encourage any overlying 

backfill to slide into the void. 

• Daylighting the bedding in the slope, for example by keying into the low wall for access 

purposes, has in nearly every case resulted in the overlying low wall shale beds to fail and 

slide into the void. 
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Table 4: Effect of rock mass characteristics and groundwater on low wall factors of safety 

against failure. A FOS equal of greater than 1.6 is generally taken as stable. 

 Minimum Factor of Safety Against Failure 

Rock mass 

property model 

Dry low wall  Expected normal 

groundwater drawdown 

Elevated water table due 

to flooding adjacent pit 

Hoek-Brown  4.07 3.90 3.02 

Mohr-Coulomb 3.90 3.90 2.95 

Bedding dip 

ubiquitous joints 

1.64 1.61 0.7 

 

 

 

Figure 11: Lowwall stability for ubiquitously bedded material – normal expected groundwater 

draw-down condition. High FOS of 1.61 
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Figure 12: Lowwall stability for ubiquitously bedded material – adjacent pit flooded and 

groundwater table is raised to saturate the low wall strata. Very low FOS of 0.7 indicates 

failure. 

 

3.4 Low wall stability at differing depths 
This section includes new work and information performed since the previous draft report was 

released in May 2018. 

In addition to the initial model runs, which considered a final pit depth of 200m, further runs have 

been conducted which examine the Low wall stability at depths of 120m and 170m. In all cases the 

Low wall has been modelled with an inclination of approximately 25 degrees. 

Two groundwater cases have been considered for the Low wall – dry and saturated. 

The models have included a ubiquitous joint set in the Low wall strata to represent bedding in the 

shale and siltstone, where (as in the previous models) bedding cohesion is taken as 10 kPa and 

bedding friction angle is 27 degrees.  To test the effect of this assumption, the saturated Low wall 

models have also been run with variations in bedding cohesion of zero, 10 kPa, 50 kPa and 100 kPa. 

Plots showing the failure mechanism for the dry and saturated cases with bedding cohesion of 10 

kPa are shown in Figures 13 and 14. Higher bedding cohesion values were not run for the dry slope 

condition, as adequate FOS values were achieved with the lower values. 

A summary of Factor of Safety (FOS) values is listed in Tables 5 and 6 for dry and saturated slope 

conditions. Several points can be noted: 

• In a dry slope, FOS values against failure are adequately high at all pit depths, even with low 

bedding cohesion values. Bedding friction angle would need to fall below 25 degrees for 

FOS values to significantly fall, which is not thought likely.  

• With a bedding cohesion of only 10 kPa in a saturated slope, pore water pressure is sufficient 

to cause Low wall bedding to heave with a low FOS of 0.7 at 200m depth (as noted and 

discussed in the previous section). This mechanism does not occur at 170m pit depth, where 

the preferred failure mechanism is sliding on bedding with a notably higher FOS of 1.26, 
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increasing further to 1.55 at 120m depth. It would appear that pits trending towards 200m 

depth may be within a critical depth range for failure driven by pore water pressure, if bedding 

cohesion is of the order of 10 kPa. 

• If modelled bedding cohesion is reduced to zero (which is an unlikely worst-case condition) 

then the water pressure driven failure mechanism is seen at 170m depth with an inadequate 

FOS of 1.19. For zero cohesion there is a return to a sliding mechanism at 200m depth, with 

a slightly increased (though still inadequate) FOS of 0.84, compared to the 10 kPa case. 

• At bedding cohesion values of 50 and 100 kPa the FOS against failure increases to 

acceptable levels in saturated conditions.  

• Based on the absence of any failure in older pit slopes it would appear most likely that 

bedding has a cohesion of from 10 kPa to 50 kPa.  

 

Table 5: Low wall  Factors of Safety (FOS) against failure – dry slope conditions 

Final pit depth FOS values for various bedding cohesion values 

Cohesion zero Cohesion  10 
kPa 

Cohesion  50 
kPa 

Cohesion 100 
kPa 

120 m 1.95 2.01 - - 

170 m 1.65 1.71 - - 

200 m 1.58 1.64 - - 

 

 

Table 6: Low wall  Factors of Safety (FOS) against failure – saturated slope conditions 

Final pit depth FOS values for various bedding cohesion values 

Cohesion zero Cohesion  10 
kPa 

Cohesion  50 
kPa 

Cohesion 100 
kPa 

120 m 1.49 1.55 1.76 2.01 

170 m 1.19 1.26 1.50 1.72 

200 m 0.84 0.70 1.44 1.63 

 

 

In summary these results suggests that for dry conditions, the estimate of a probable 10 KPa 

cohesion results in a stable slope (FOS >1.6). However for saturated conditions, the situation is more 

complex. A zero cohesion provides an inadequate FOS. If the cohesion is a more probable 10 kPa, 

then the current pit floors should be stable, with slide failure occurring if the bedding is daylighted. 

The low wall may exhibit distress at 170m, with slight buckling along the lower beds. At 200m, severe 

buckling can be expected. 

However, for higher cohesion, e.g. 50 kPa and especially for 100 kPa, then the slope will remain 

stable, even at depth, under saturated conditions. 

The actual cohesion present is unknown but is likely to be well above the 10 kPa threshold. To date, 

no buckling has been observed and sliding only occurs after a time period when the shale bedding 

has been keyed into for haul roads, daylighting the bedding planes.  
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Slaking is not thought to be a major issue as long periods of exposure in the pit do not appear to lead 

to a visible deterioration on the low wall condition. But with repeated inundations, it is probable that 

over time, the cohesion will drop from its current value – probably from 50 kPa towards the 10 kPa 

value. 

Based on these models and comments, the low wall for the current pit depths of 120m is 

stable and can be reasonably expected to remain stable, even if the voids are used for water 

storage and retrieval. However, at 170m depth some distress in the slope can be expected 

over time, probably in the form of sliding if adverse jointing is present (not usually observed 

in practice) or if any of the beds are daylighted. 

 

3.5 Stability of a flooded pit 

Complete flooding of a 200m deep pit results in high pore water pressures in the submerged slopes. 

This results in both highwall and low wall surfaces showing lower FOS values and likely failure when 

the presence of joints or bedding is considered in each case. Some failure of the submerged walls 

would be expected. 

The weak shale low wall would be particularly susceptible to a slide or creep style of failure and while 

this may not be catastrophic, it would suggest that any ramp access to the mid to lower sections of 

the pit void will not be maintained. This would especially be the case for repeated flooding cycles, 

where upper slopes would be permitted to dry between periods of submersion. 
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failure FOS cases with 
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4 CONCLUSIONS 

The modelling of various simple 120m, 170m and 200m deep pit geometries, with various simple 

modifications to rock mass properties, pit slope angles and ground water conditions provides some 

useful conclusions concerning pit slope stability: 

 

Highwall stability 

If structure is neglected and standard rock mass properties are applied based on rock strengths and 

rock mass ratings, then steep stable highwall slopes to 200m depth are feasible with factor of safety 

(FOS) exceeding 2, even with a high ground water table close to the highwall. 

If geological structure (jointing) dipping in the same direction as the highwall is accounted for, the 

models indicate that conditions may arise where FOS values are very low, and definitely indicative 

of possible instability. If joints dip steeper than the overall slope angle then stable FOS values of 1.8 

appear likely. If joints dip parallel with the slope than FOS values less than 1 suggest slabbing is 

likely, and if the joints dip shallower than the slope angle, then FOS values may fall to around 0.1 

indicating that major slippage along joints in the highwall may occur. 

This also leads to the similar conclusion that when the jointing strikes obliquely to the face (>25 

degrees) then the negative effect of the joints is eliminated and the situation essentially becomes an 

intact rock mass with only the bedding planes affecting stability. 

This concurs with the conclusion offered previously by Keyter – when a joint or joint set lies (strikes) 

parallel or sub-parallel to the highwall slope, then a shallow, joint bounded failure effecting a bench 

or multiple benches becomes kinematically possible. However, deep seated massive failures are 

mostly unlikely.  

The condition where jointing dipping from the face may affect highwall stability is rare in practice. 

Only a single instance of highwall failure caused by the presence of a joint dipping steeply out of the 

face has been observed in practise, resulting in two failures after some 12 years of mining. Some pit 

voids that are up to a decade old are still very stable and this suggests that the current stable 

conditions can also be expected to persist in the future. However there will always remain a risk that 

time dependant deterioration could give rise to a multi bench failure, if there are joint structures 

concealed in the slope. 

In summary, the models suggest that the highwall slopes are stable to a depth of around 120m 

under most conditions, with some distress possible at depth of around 170m, if the jointing 

(and especially the cohesion on joint surfaces) is adverse. At 200m, the possibility of some 

failure if either the jointing or cohesion is adverse cannot be ignored and therefore deepening 

any of the pits below 170m should only be countenanced after careful deliberation of the 

actual conditions expected at that depth. 

On a bench scale, crest and bench failure is relatively common and can be expected to continue into 

the future. No access should be contemplated over the highwall.  

Failures would range from small scale joint bounded failures from bench faces that could occur with 

little warning and could conceivably reach the void base. The larger slope scale failure would be 

slower and may compromise future access to the void base. If access is maintained at an elevation 
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above the void base, say 30m, then any highwall failure would result in loss of void volume and not 

necessarily compromise safety. This suggests that any access should be on the sidewall/low wall 

and make use of fill material to construct a road over the low wall without breaking into bedding. This 

is the most common access method used in the current voids. Some maintenance, repair, or 

replacement of access roads should be factored into the long-term plans. 

 

Low wall stability 

The bedded shale low wall shows adequately high FOS values of over 1.6 under dry or normal 

groundwater drawdown conditions. However, if the water table daylights up the low wall slope, or the 

low wall becomes completely saturated (as might occur if the adjacent pit was flooded) then the factor 

of safety against failure at depths below 170m falls to a very low value of 0.7 and slope failure would 

be expected with bedding lifting and buckling in response to pore water pressure. 

This would probably affect inter-void access, but not necessarily affect the larger scale slope stability 

other than as a surface effect. Backfill would probably mask, alleviate or prevent the buckling. Since 

fill has been placed or will be placed, at depth in most voids, significant low wall failure is not a major 

concern. 

 

Stability of a completely flooded pit 

Complete flooding of a 200m deep pit results in high pore water pressures in the submerged slopes, 

with lesser pressures present in the 170m deep voids and a more benign pressure in a 120m deep 

pit.  

Pore pressure due to deep flooding would result in both highwall and low wall surfaces showing low 

FOS values and likely failure when the presence of joints or bedding is considered in each case. 

Some failure of the submerged walls would be expected. However, backfill will counteract much of 

this risk. The failure would mostly result in loss of void volume and not necessarily affect safety as 

any low wall failure would be a low energy event and only access to pumps etc might be affected. 

 

Final comments 

In conclusion, major failure of the highwall is not expected, but cannot be completely discounted. 

Experience shows that failure is possible, but very rare. During flooding and especially during repeat 

flooding / drying cycles, movement along joints can be expected and any backfill within the affected 

area could deteriorate and slide towards the void. This will impact on any access into the voids. 

Only when Somkhele intersects a joint (set) that is planar, smooth and wet which daylights and is left 

to deteriorate has a major slide occurred to date. The other large highwall failure was a wedge 

bounded by a fault and dyke and should be mitigated in any design by corrective action. Control of 

these types of failures is addressed by the fact much of the void has been backfilled, however 

awareness of movement that needs to be addressed is currently only identifiable via the visual 

monitoring system in place. This possible inadequacy highlights the need for the proposed rock radar 

to confirm long term stability of open voids. 
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The low wall is essentially stable, but experience shows that keying into it will daylight the bedding, 

resulting in sliding failure. Backfill aids void stability on the Low wall side, but stability will deteriorate 

in time, especially with repeated wetting and may lead to sliding failure towards the void. The 

numerical models indicate that low wall failure in the form of buckling is possible, particularly in 

response to pore pressure, but this will affect road access more than personnel safety. This type of 

failure has not been observed to date. 

Based on the above assessment, the design currently employed of mining against the coal contact 

to produce a low wall and a highwall overall slope angle of under 60 degrees is reasonable and 

acceptable. 

For the water project, major problems with the highwall are possible, but not considered likely. 

However, no access should be allowed onto any of the highwall benches as rolling rock will be a 

constant threat. Dumping backfill to form a more stable scree slope would mitigate against this threat, 

but this will impact on the available void space.  

Access over the low wall should be relatively easy to provide, using fill to build-up a road, rather than 

cutting into the bedding. This is the current method and works well. However, this will require 

maintenance or even complete re-construction especially during drying portions of the cycle.  

Experience shows that low wall slides of backfill are a threat, so prior to handover, any backfill would 

have to be shaped from the pit floor upwards (re-handled) to key in to reduce or eliminate this threat. 

This will increase stability and reduce future problems, but reduce the void available for water 

storage. 
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Project GA0603.2/2018 

28th September 2018 
 

GEOTECHNICAL MATERIALS REPORT 

TENDELE COAL MINE – EMALAHLENI HAUL ROAD AND INTERSECTION 

CENTRELINE AND MATERIALS ASSESSMENT 

1 INTRODUCTION 

This report outlines the results obtained from a centreline geotechnical investigation 

undertaken for a new mine materials haul road for the existing Tendele Coal Mine, 

Somkhele Area, KwaZulu-Natal. The road is referred to as Emalahleni Haul Road and will be 

gravel surfaced and approximately 4100m long. The road alignment will incorporate an 

intersection where it crosses an existing gravel district road. It is being constructed to serve 

a new pit that will be opened up by the mine. The investigation was undertaken by Ground 

Africa Consulting Geotechnical Engineers from the 28th to the 29th of August 2018 at the 

request of Mr Jacques Scalliet of Ilifa Africa Engineers.  

The investigation was undertaken to determine the geotechnical characteristics of the 

natural ground profile underlying the road alignment to determine the amount of earthworks, 

excavation efforts and to recommend a suitable gravel surfacing. This information has been 

provided as factual records along with analysis and commentary to enable further planning 

and design to be undertaken.  

The first 1.5km of the planned haul road falls within the existing working mine precinct. As 

such, permission to carry out the investigation along this initial stretch was not granted. In 

addition to this, the local community forcibly halted investigative works from chainage 1500m 

to 2200m. As such, the investigated portion of the road includes the section from chainage 

2200m to 4082m, approximately 1.9km. 

An aerial image of the proposed Emalahleni Haul Road alignment is provided over-page for 

reference: 
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Aerial Overview of Emalahleni Haul Road 
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2 ROUTE DESCRIPTION 

Approximate Total Length 4082m 

Approximate Length Investigated 
1940m (Remainder of proposed road alignment falls 

within the existing mine workings) 

No. of Trial Holes 11 

Trial Hole Spacing Approximately 250m 

Start Co-Ord (Full Length) 28°18'56.9"S 32°04'11.4"E 

End Co-Ord (Full Length) 28°18'59.8"S 32°06'16.5"E 

The proposed Emalahleni Haul Road has an approximate length of 4km and follows a 

general south west to north east heading. The start point falls within the existing Tendele 

Coal Mine and the end point within an open and undeveloped area of tribal land. 

The topography of the general area comprises hilly terrain with gentle to moderate slopes. 

Small streams flow along the low sections and are generally associated with steep eroded 

banks.  

The proposed alignment passes through existing stockpiles and internal haul roads from its 

start point to a chainage of approximately 0.9km. An irregular to undulating ground profile is 

present in the area owing to the stockpiled materials. Overgrown, undeveloped land is 

encountered thereafter until the mine’s boundary fence at a chainage of 1.55km. 

The ground profile slopes gently in a north easterly direction from chainage 1.55km to a 

chainage of 2.2km with the proposed alignment falling parallel to an existing gravel surface 

road. Fenced off areas were noted to be present along the identified chainage interval as 

well as some scattered homesteads. 

At a chainage of approximately 2.2km, the haul road alignment crosses the existing P235-1 

(R618). This is the main asphalt surfaced road which connects the towns of Mtubatuba and 

Hlabisa. At the point of intersection, the existing P235-1 (R618) passes over an engineered 

fill embankment. The new haul road will pass through this embankment, beneath the existing 

road surface, by means of a reinforced concrete culvert which is yet to be constructed. 
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The density of existing homesteads along the earmarked alignment was noted to increase 

significantly from a chainage of 2.2km. The homesteads generally fall directly adjacent to the 

proposed alignment as well as within the centreline in places. A stream crossing was 

encountered at a chainage of 2.65km. The stream channel was noted to be relatively wide 

owing to severe erosion in the area. 

A gradual uphill gradient is encountered from the stream crossing point to a chainage of 

approximately 3.3km. The D2330 district road which marks the proposed intersection was 

encountered at a chainage of 3.44km. This district roadway is in good to fair condition and is 

surfaced with a granular wearing course. 

The ground profile slopes gently from 3.44km in a north easterly direction towards chainage 

3.7km which is marked by erosion gullies which cut into the underlying soils. Thereafter, a 

gentle to moderate uphill gradient is present until the approximate endpoint at 4km. 

A number of bulk water and electrical services are present in the area which include buried 

potable water supply lines as well as an Eskom electrical connection. 

Photographs taken of the road alignment have been included over-page for interpretive 

purposes. 
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Site Photos 

 

 

 
Picture 1: Looking west from chainage of 2200m back towards the existing Tendele 

Coal Mine. 
 Picture 2: Looking approximately north east along the earmarked alignment from a 

chainage of 2600m in the vicinity of the stream crossing.  

 

 

 
Picture 3: Looking north east from a chainage of 2950m along the proposed 

alignment. Existing dirt tracks are in a poor condition. 
 Picture 4: A standard sized tractor loader backhoe (TLB) was used to excavate trial 

holes along the earmarked alignment. 

Site Photographs 
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Site Photos 

 

 

 
Picture 5: Looking south across the proposed area where the Emalahleni Haul Road 

will intersect the existing D2330 district road. 
 Picture 6: Looking west along the proposed Emalahleni Haul Road alignment from 

the proposed intersection site. 

 

 

 
Picture 7: Looking approximately east from a chainage of 3550m along the 

proposed haul road alignment.   
Picture 8: Looking approximately west from a chainage of 3800m along the 

proposed alignment of the haul road. 
 

Site Photographs 
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3 GENERALISED GEOLOGICAL SETTING 

Geological mapping of the area indicates the proposed Emalahleni Haul Road alignment to 

be underlain by sedimentary rocks of the Nyoka and Volksrust Formations. Further to this, 

the coal rich Emakwenzi Formation is indicated as being present just north of the proposed 

alignment. 

Sedimentary rocks of the Nyoka Formation comprise sandstone, red mudstone, shale and 

grit. The formation is thought to have been deposited along the flood plains of a meandering 

river in an arid climate. Some calcareous concretions have been found within the mudstone 

rock horizons. 

The Volksrust Formation is the uppermost part of the Ecca Group and comprises black to 

grey shales with some mudstone as well as thin sandstone lenses. Shale is a fine-grained 

sedimentary rock which weathers to form clay-rich soils. These soils can be expansive, with 

volumetric changes of the soil occurring with changes in soil moisture conditions. Where 

shale deposits have steeply tilted bedding planes, slipping can occur along the bedding 

planes giving rise to instability of excavations and cut embankments. 

Intrusive post Karoo aged dolerite sills and dykes which have intruded into the surrounding 

sedimentary horizons are common in the area; however, do not underlie the footprints of the 

earmarked sites. 

Geological maps indicate that some small relic faults are present in the general area. These, 

however, do not appear to pass through the proposed road alignment.  

The underlying rocks were found to be masked at surface by residual and colluvial soil 

horizons. Some localised, relatively thin, alluvial deposits are present in the vicinity of stream 

courses. 
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4 FIELDWORK  

4.1 Fieldwork Methods 

Geotechnical fieldwork undertaken from the 28th to the 29th of August 2018 and comprised: 

 Mechanical excavation of 11x trial holes in order to expose the underlying ground 

horizons. Trial holes were excavated at approximate intervals of 250m along the 

proposed haul road alignment. GPS co-ordinates were recorded and digital photos 

taken at each trial hole position. Each excavated trial hole was backfilled after 

profiling had been concluded. Profiling was also undertaken where ground layers 

were exposed along river banks and in sidewalls of existing excavations.  

 Sample retrieval and laboratory testing of the natural soil and weathered rock 

horizons to obtain an indication of the grading, Atterberg Limits and heave potential 

of the fine-grained materials. In addition, laboratory testing was undertaken to 

determine the quality and reuse potential of the weathered rock and existing wearing 

course present along the D2330 road. 

 Samples from an existing shale stockpile and dolerite borrow pit located within the 

mining area were also obtained to assess the quality and suitability of these materials 

for base and wearing course requirements. 

 Nineteen (19x) dynamic cone penetrometer (DCP) tests, positioned approximately 

100m to 250m apart. 

Trial hole depths were determined by tape measurement from present ground level. All the 

trial holes were profiled according to the method of Jennings, Brink and Williams as per the 

paper “Revised guide to soil profiling for civil engineering purposes in Southern Africa”. 

Individual soil profiles are included in Appendix B of the geotechnical report. 

In the dynamic cone penetrometer test (DCP), a metal cone head, of defined dimensions, 

fixed to the end of a steel rod is driven into the ground using a standard weighted hammer 

that drops by a constant measured height. The distance measured at each blow as the rod 

moves into the ground is recorded during the testing process. These values are used to 

assess the density/consistency of the pavement layers and underlying natural ground 

horizons. Using empirical calculation, the obtained penetration rates are correlated to 

standardized values in order to obtain an indicative, in-situ California Bearing Ratio (CBR) of 

the pavement and ground profile. DCP test result sheets are included in Appendix C. 
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4.2 Fieldwork Results 

4.2.1 Soil Profiles 

The excavation of trial holes along the investigated section of the proposed haul road 

indicates the presence of generally shallow lying sedimentary rocks of the Nyoka and 

Volksrust Formations. Sedimentary rocks encountered comprised sandstone, shale and red 

mudstone. The sedimentary rock horizons were found to be overlain by residual soils which 

are masked at surface by colluvium and alluvium in places. 

The surface colluvial soil layers, were found to be generally fine-grained, comprising silty 

clayey sands to sandy clayey silts. This surface layer is recognisable as it has a distinct dark 

brown to black colour. A thin gravel rich horizon, known as the ‘Pebble Marker’, is present 

along the base of the colluvium and marks the transition from transported type soils to those 

which have developed in-situ (residual soils). 

Residual soils overlying the weathered rock horizons comprise sandy clayey silts to silty 

clayey sands. The depth to residual horizon was found to range from 0.3m to 1.7m below 

PGL. Remnant pockets of interlocking weathered rock fragments were noted to be contained 

within the residual soil horizon. Where the residual soil layers contain relatively high 

concentrations of clay and silt, they generally were found to have a slightly shattered to 

shattered soil structure. This suggests material has the propensity to undergo swelling and 

shrinkage movements upon corresponding changes in the in-situ moisture content.  

Depth to rock-head along the road alignment ranges between 0.6m and 3.2m below PGL. 

Sandstone was most prominent. The sandstone was mostly found to range from fine to 

medium grained, with isolated places being coarse grained. The rock fabric is generally 

completely to highly weathered near surface and is generally very soft to soft. Continued 

excavation quickly reaches medium hard to hard rock. The sandstone has a medium to wide 

joint spacing with some clay rich infill being observed in places. The rock material is thickly 

bedded and blocky in nature where fracturing and a medium joint spacing is present. The 

bedding planes of the sandstone rockmass were found to steeply dipping. 

Mudstone and shale were only intersected in TH-J and TH-E respectively. The mudstone 

rock material is dusky reddish pink in colour and was found to be completely weathered to 

relatively deeper depths than that noted in trial holes where sandstone was intersected. Very 

soft to soft mudstone rock was encountered to depths of 3.2m below PGL. 
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Two (2x) trial holes (H & I) were excavated along the D2230 district road at the position of 

the proposed intersection. Excavations within the roadway allowed for the assessment and 

sampling of the existing gravel wearing course which comprises basalt rock fragments 

contained within a clayey sand matrix. The wearing course is approximately 0.1m thick. 

A localised area, underlain by alluvial deposits, is present along existing stream course, at 

chainage 2.65km. The alluvium comprises clayey silty sands. 

No groundwater was intersected within trial hole excavations. Some ponding water was 

observed along the stream course in the vicinity of TH-G. Stream flow within the channels 

appears to be limited to the wetter summer months and torrential downpours. 

A summary table listing the depths to identified soil and rock horizons is given below for 

reference: 

Trial Hole Chainage Depth to Residual Depth to Rock Rock Type Total Depth 

TH-A 3200m 0.4m 1.2m Sandstone 1.4m 

TH-B 2950m 0.3m 0.7m Sandstone 1.3m 

TH-C 3550m 0.5m 1.1m Sandstone 1.5m 

TH-D 4082m 0.3m 1.1m Sandstone 1.3m 

TH-E 3810m 0.5m 0.9m Shale 1.3m 

TH-F 2550m 0.6m 1.0m Sandstone 2.1m 

TH-G 2720m Not Intersected 1.1m Sandstone 1.4m 

TH-H 3450m 0.7m 1.3m Sandstone 1.7m 

TH-I 3450m 0.4m 0.6m Sandstone 1.0m 

TH-J 2200m 1.7m 3.2m Mudstone 3.6m 

TH-K 2220m 0.5m 0.9m Sandstone 2.3m 

Individual soil profile sheets are included in Appendix B of the geotechnical report. 
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4.2.2 Dynamic Cone Penetrometer Tests 

Nineteen (19x) dynamic cone penetrometer (DCP) tests were undertaken along the 

proposed haul road alignment to assess the variation in consistency of the underlying soils 

as well as to obtain an indication of the in-situ CBR values through empirical calculation. 

Testing conducted from surface indicates the colluvium is generally of a medium dense 

consistency with penetration rates of between 25mm/blow and 8mm/blow being recorded. 

Loose zones where the penetration rate exceeded 50mm/blow were encountered in some 

tests, suggesting some variability can be expected along the lateral extent of the roadway. 

In-situ CBR values for the colluvium are variable and range through a large spectrum of 7% 

to 60%.  

Continued testing within the residual soil horizon indicates the material is initially of a 

medium dense consistency where low gravel concentrations are present with penetration 

rates of between 25mm/blow and 8mm/blow being recorded. Variability within the 

consistency of the residual soil horizon can be expected with both dense and loose 

soft/loose zones being encountered. Where a high granular content and interlocking zones 

were encountered, penetration rates were found to decrease to between 7mm/blow and 

3mm/blow. Conversely, where relatively deeper, clay rich residual soils were encountered, 

penetration rates increased to between 30mm/blow and 50mm/blow. In-situ CBR values for 

the residual soils were found to range from 7% to 46% indicating the material is of a very low 

to low strength, with some medium strength zones. 

Testing within the completely to highly weathered rock horizons resulted in penetration rates 

of between 6mm/blow and 2mm/blow indicating the material is of a dense to very dense 

consistency. Refusal of the DCP test apparatus was encountered shortly after the 

intersection of the weathered rock horizon. Relatively high in-situ CBR values of between 

50% and 230% were recorded during testing within the weathered rock horizons. 

The results of the 19x DCP tests have been included in Appendix C along with correlations 

to in-situ CBR values tabulated in Appendix D. 
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5 LABORATORY TEST RESULTS 

Laboratory testing was undertaken on natural soil and weathered rock horizons intersected 

along the proposed centreline as well as existing wearing course materials encountered 

along the D2330 district road at the proposed intersection. Further to this, testing was 

undertaken on samples from a shale stockpile and dolerite borrow pit within the mine 

working area. 

Bulk samples were tested to determine grading, clay content, moisture/density relationships 

and California Bearing Ratios for material strength verification, with smaller soil samples 

being subjected to Foundation Indicator Tests to determine the clay content, plastic 

properties and particle size distribution to establish heave and shrinkage properties. Result 

sheets as received from the laboratory are included as Appendix D with final results 

summarised in the table below: 

MOD/CBR 

Sample TH Depth (m) Material LS PI 
MDD 

(OMC) 
GM 

CBR 
TRH 14 

% 

Swell 90 93 95 97 100 

SK3 TH-J 0.1 – 0.3 
Mixture of Base and Sub 
Base intersected along 
P235-1 

1.5 SP 
2056 

(10.6) 
2.63 16 28 41 63 82 G7 0.0% 

SK5 TH-H 0.05 – 0.2 
Mixture of Wearing 
Course and Subgrade 
intersected along D2330 

2.5 5 
2126 

(8.0) 
1.86 12 26 44 58 68 G7 0.0% 

SK6 TH-B 0.8 – 1.2 
Dusky reddish pink - 
Weathered Sandstone 

6.5 13 
2217 

(6.4) 
2.54 1 3 7 10 11 G10 0.0% 

SK7 TH-F 0.1 – 1.2 

Channel sample 
comprising colluvium, 
residual and weathered 
Sandstone. 

5.5 11 
1918 

(11.7) 
1.79 2 3 4 7 11 G10 1.2% 

BP1 
Stock 

Pile 
Variable 

Weathered Shale with a 
Sandy Clayey Silt Matrix 

5.5 11 
2054 

(5.2) 
2.85 11 16 21 48 83 G7 0.0% 

BP2 
Borrow 

Pit 
Variable Weathered Dolerite 5.5 11 

2112 

(7.1) 
2.85 12 21 32 50 64 G7 0.0% 

Foundation Indicator 

Sample TH Depth (m) Material LS PI 
% Clay 

(<0.002mm) 
GM 

Grading (% comprising) Heave 

Potential Gr Sa Si Cl 

SK4 TH-J 2.0m 
Olive brown to dusky reddish pink; 
CLAYEY SANDY SILT – Residual 
Mudstone. 

7.5 15 29 0.40 1 32 38 29 Medium 

SK8 TH-F 0.4m 
Dark brown to brownish orange; 
CLAYEY SANDY GRAVEL –
Pedogenic. 

10 20 22 1.8 46 30 6 22 Medium 

Where: 
 

TH: Trial hole from which samples were retrieved HP: Heave Potential 

LS: Linear Shrinkage PI: Plasticity Index 

MDD: Maximum Dry Density at Optimum Moisture Content GM: Grading Modulus 
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CBR: California Bearing Ratio TRH: Technical Recommendations for Highways 

% Clay: Clay content (<0.002mm) Gr: Gravel 

Si: Silt Sa: Sand 

Cl: Clay % comprising is according to the MIT Size classification 

 

A sample (SK3) of the base course and sub base material underlying the existing P235-1 

main road was subjected to material compaction and California Bearing Ratio (CBR) testing 

to obtain an indication of material quality and strength. The blended sample was found to be 

of G7 quality according to the TRH14 classification for road building materials. In the field, 

the material was found to be very dense and slightly cemented as a stabilising agent had 

been used. The blended sample will be suitable for reuse as engineered fill as well as a sub 

base in future pavements. 

Sampling of the existing wearing course and subgrade layers present along the D2330 in the 

vicinity of the proposed intersection indicates the material is of a G7 quality. The existing 

wearing course was found to be very thin. The material is deemed suitable for reuse as 

engineered fill as well as a sub base in pavement design; albeit, the quantities of material 

available for reuse will be minimal.  

The natural weathered sandstone rock intersected within TH-B was found to be of a G10 

quality. Similarly, testing undertaken on a channel sample comprising colluvium, residual 

and weathered sandstone also tested as a G10 quality material. The identified materials will 

be suitable for re-use as engineered fill; however, alternative sources of higher quality G5 to 

G7 quality material will need to be obtained for the construction of formal pavement layers 

and base course horizons. 

An existing shale stockpile and dolerite borrow pit are located within the present mining 

concession. Testing shows the materials to be of a G7 quality. 

Foundation indicator testing was undertaken on residual mudstone (SK4) intersected within 

TH-J at a depth of 2.0m below PGL. Testing indicates that the residual mudstone comprises 

mostly silt (38%) with high sand (32%) and clay (29%) concentrations. Linear shrinkage 

(7.5%) and plasticity index (15%) values are classified as being moderately high. The 

material was found to be of a medium expansive potential and will be susceptible to 

volumetric changes owing to varying in-situ moisture contents. The residual mudrock is of a 

low quality and is not deemed suitable for reuse as an engineered fill. 

Laboratory result sheets, as received from the laboratory have been included as 

Appendix E. 
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6 GEOTECHNICAL ASSESSMENT 

6.1 Proposed Development 

The proposed development comprises the construction of a new, approximately 4.1km long 

haul road which extends from within the existing Tendele Coal Mine to new mining and 

associated waste dumps situated to the north east. The new haul road will be gravel 

surfaced, using material from existing stockpiles of granular material present within the mine 

area as well as from nearby borrowpits. The stockpiles comprise overburden material, 

stripped as part of the open-cast mining operations.  

6.2 Existing Sources of Granular Wearing Course Material 

Two potential sources were investigated to determine the suitability of the existing granular 

materials for use as gravel wearing course. For reporting purposes, these two sources have 

been referred to as BP1 and BP2. BP 1 comprises a stockpile of excavated weathered shale 

rock while BP2 is an existing borrowpit containing weathered dolerite. Details of these two 

areas have been tabulated below. 

Borrow Pit Locations Material Quality 
Estimated 
Quantities 

BP1 
(Shale Stockpile) 

28°20'56.1"S 32°02'12.9"E 
Weathered shale with a 
Sandy Clayey Silt Matrix 

G7 
Approximately 

20 000m3 

BP2  
(Dolerite Borrow Pit) 

28°18'32.9"S 32°03'47.7"E 
Completely to highly 
weathered Dolerite 

G7 
Approximately 

15 000m3 

Laboratory testing indicates that both sources of material are of G7 quality according to 

TRH14. This classification shows the materials to be satisfactory for use as gravel wearing 

course; albeit, they are on the lower end of the spectrum where G5 and G6 quality are 

deemed to be the target quality. Photographs taken of the investigated borrow pits are 

shown over-page for reference: 

  

Site Photographs 
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Picture 11: Photograph of Borrow Pit 1 (Shale Stockpile). 

 

 
Picture 12: Photograph of Borrow Pit 2 (Weathered 
Dolerite). 

The weathered shale fragments from BP1, when placed, will tend to break down into smaller 

pieces. With this ‘crushing’ fines are created which can create dusty conditions when dry and 

slippery conditions when wet. The durability of this material will be relatively shorter than that 

of the dolerite and as such, the road will need to be re-gravelled more frequently.  

The weathered dolerite from BP2, though it has tested as a G7 quality material, is 

anticipated to yield higher quality classifications when excavated directly off the face of the 

borrowpit. Further to this, excavation progress into the face will likely yield better quality 

material. Considering this, it is recommended that BP2 be used in preference over BP1.  

6.3 Earthworks 

A considerable amount of bulk earthworks will be required to clear the overlying vegetation 

and surface soils along the earmarked road alignment. In addition, some small cuts and fill 

embankments will need to be created to optimise the vertical and horizontal alignment 

through the natural gently undulating topography.  

Excavation efforts through the colluvial surface soils as well as the underlying residual layers 

will be easy and can be undertaken using a standard sized Tractor-Loader-Backhoe (TLB). 

Excavation through moderately to slightly weathered rock will require the use of a 20-ton 

excavator. Excavations through the underlying hard, unweathered rock will require blasting; 

albeit, excavations to depths greater than 3m is not expected to be necessary for the 

proposed haul road.  

Clearing of stockpiled material and the grading of exposed rock ledges associated with 

present mining activity will be required where the planned road starts at the current mine 

workings.  
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6.4 Groundwater 

No groundwater was observed within the individual trial holes; albeit, evidence of near 

surface ponding was noted in the natural low-lying plains adjacent to the road. It appears 

that these areas become natural pans of temporary ponded water during periods of high 

rainfall. The road surface level will need to be lifted across these areas. It is further 

suggested that pre-cast concrete drainage pipes be placed beneath the wearing course 

layers in this area to allow drainage away from the road and to prevent ponding along the 

road shoulder.  

A concrete culvert will be required at chainage 2.65m where the alignment crosses a small 

stream.  

6.5 Road Construction 

Along the proposed alignment, all vegetation will need to be removed from the footprint of 

the road alignment so that the colluvial soils are exposed at surface throughout. Thereafter, 

a minimum of 150mm will need to be stripped and removed from the top of the colluvial layer 

so that the majority of roots contained within these soils are removed. The exposed soils can 

then be scarified and compacted to 95% MOD ASSHTO at 2% of optimal moisture content 

(OMC). Granular materials of at least G7 quality from BP1 can then be placed and 

compacted to a minimum of 98% MOD ASSHTO at 2% OMC. This is to form a base course 

layer and is recommended to have a minimum thickness of 150mm. The final thickness will 

need to be specified by the accountable civil engineer.  

Weathered dolerite, obtained from BP2, can then be placed and compacted over the base 

course layer to serve as the gravel wearing course. This layer, as a minimum, should be at 

least 150mm thick and also compacted to 98% MOD ASSHTO at 2% OMC.  

Where the overlying colluvial horizon is relatively thin, and surface clearing exposes the 

underlying residual soils layers, difficult workability of the soils is expected in wet conditions 

owing to the high clay content of these materials.  
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7 CONCLUSION 

The earmarked alignment for the planned Emalahleni Haul Road is underlain by favourable 

ground conditions on which to place the gravel wearing course. The general ground profile 

comprises near surface sedimentary rock overlain by fine-grained residual soils and colluvial 

sands and silts at surface.  

Existing sources of granular material, comprising weathered dolerite in a borrowpit and 

weathered shale stockpile within the current mine precinct, will be suitable for use as gravel 

wearing course. It is recommended that the weathered dolerite be preferentially used at the 

wearing course horizon and the weathered shale as the base course layer.  

No notable geotechnical constraints, such as thick clay layers, groundwater, slope instability 

or difficult excavation conditions were noted along the alignment. The site is deemed 

geotechnically suitable for the proposed road.  
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DCP CBR Correlation 
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DCP CBR Correlation 
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DCP CBR Correlation 
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DCP CBR Correlation 
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DCP CBR Correlation 
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